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l. ALL PAVEMENT MARKINGS SEHOWN ARE PROPOSED AND UNLESS OTHERWISE NOTED,

CONSTRUCTION DETAILS:

ARE TO BE INSTALLED BY bTHERS IN ACCORDANCE WITH S.H.A, STANDARDS.
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USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. . }
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B. USE EXISTING CONDUIT. T NFIRM v VELOPER PRIOR TO
C. USE EXISTING HANDHOLE. 60 FT. | GEOMETRICS TO BE CO ED BY DEVELOPE
[ElA D. INSTALL 27 FT.STEEL POLE WITH 3 IN. ELBOW, S56—FF. MAST ARM, SETTING EQUIPMENT. CONTACT MR. BUD WORTHINGTON WITH |
VEHICULAR SIGNAL HEADS, AND SIGN, AND 20 FT. LIGHTING ARM F U ‘[‘ URE ] |
WITH A 250 WATT HPS LAMP AND LUMINAIRE. ALSO CUT, CLEAN MID-ATLANTIC BUILDERS AT 301-231-0009, EXT 2I5.
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F. INSTALL 24 IN. HEAT APPLIED THERMOPLASTIC WHITE PAVEMENT B [ 1 REVISION__DATE | o | SIGNAL
G. REMOVE TEMPORARY SIGNAL HEAD AND SIGN ON SPAN WIRE. | | | | - —
H. REMOVE TEMPORARY SPAN AND TETHER WIRE. | | - T SENED/L?)L?F::E.ON — N _APPROVALS F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
. REMOVE TEMPORARY SIGNAL HEAD AND POLE. < / ‘ ;
C. REMOVE EXISTING POLE i RECONSTRUCTION ON D {50 \ ORIGINAL / . ) | Office of Traffic & Safely
) . ' TEAM LEADER, TRAFFIC ENGINEERING DESIGN: CIVISION s _
L. REMOVE EXISTING OVERHEAD FEED. | e ™| TRAFFIC ENGINEERING DESIGN DIVISION
A M. REMOVE EXISTING CABINET, CONTROLLER, AND POLE. | ON | 3
N. CAP AND ABANDON OR REMOVE EXISTING CONDUIT. , [ [ | [ 1 ASST. CHIEF TRAFFIC ENRNEERING DESION DIVISION MD 450 - MD 193 TO STONYBROOK DRIVE
0. REMOVE EXISTING POLE FOUNDATION. THE WILSON T.BALLARD CO. /\ MD 450 AT TRINITY EPISCOPAL CHURCH/SCHOOL ULTIMATE SIGNAL
P. INSTALL HANDHOLE. ‘ CONSULTING ENGINEERS : oo
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